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          Для реализации технологии кормления КРС полнорационными кормосмесями применяются автоматические  системы кормления, функцию раздачи в которых, как правило, выполняет кормовой вагон. Опыт эксплуатации данных  устройств в КФХ «Лопотов А.Н.» Псковской области показал, что кормовые вагоны в автоматическом режиме работы  практически не используются из-за неравномерного поедания кормосмеси животными по фронту кормления. В связи  с этим предложена конструкция автоматического кормового вагона с системой контроля остатков кормосмеси на кормовом столе, обеспечивающей выдачу заданной нормы кормосмеси. Целью исследования являлась разработка методики,позволяющей осуществить настройку автоматического кормового вагона на заданную норму выдачи кормосмеси. Норма выдачи регулируется изменением скорости движения продольного транспортёра при помощи частотного преобразователя. С целью упрощения расчётов предложен параметр «фронт кормления, вдоль которого вся кормосмесь равномерно выдаётся из бункера кормового вагона». Получена зависимость данного параметра от частоты тока электропривода продольного транспортёра. Согласно разработанной методике установка требуемой частоты тока должна осуществляться в автоматическом режиме. При составлении программы кормления оператор для известного фронта кормления вводит только соответствующее значение предложенного параметра «фронт кормления…», а блок управления автоматически устанавливает необходимую частоту тока, обеспечивая тем самым требуемую норму выдачи. /To implement the technology of feeding cattle with total mixed rations, use is made of automatic feeding systems. Their  distribution function is typically performed by an automatic feed wagon. The experience of operating these devices obtained  by the “Lopotov A.N.” farm located in the Pskov region has shown that, due to the uneven consumption of feed mixtures by animals  along the feeding space, automatic feed wagons are almost not used in automatic operation mode. For this reason the design has  been proposed of an automatic feed wagon with the system for estimating an amount of feed surpluses on the feeding table, which  provides the distribution of a selected feeding rate. The aim of the study is to develop a methodology that allows the automatic  feed wagon to be set to a selected feeding rate. The paper presents the design of the automatic feed wagon, the feeding rate  of which is regulated by changing the speed of the longitudinal conveyor by means of a frequency converter. The authors propose  a method of determining the maximum speed of the longitudinal conveyor to ensure the maximum feeding rate. In order to simplify  the calculations the parameter of “a feeding space, along which the whole feed mixture is uniformly distributed from the automatic  feed wagon hopper” has been introduced. The authors have obtained a relationship beween this parameter and the current frequency  of the electric drive of the longitudinal conveyor. According to the developed method, the required current frequency should be  set in an automatic mode. When a feeding program is made, the operator only is to input the corresponding value of the proposed  parameter of “a feeding space…” for a known length of the feeding space, and the control block automatically sets the required  current frequency, thereby ensuring the required feeding rate.
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