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      Аннотация

    
        
          Целью разработки рабочего органа двухуровневого глубокорыхлителя является уменьшение тяговых сопротивлений при глубоком рыхлении и увеличении степени и качества разрыхления пахотных слоев почв и плужной подошвы. Экспериментальные исследования проводились на грунтовом лотке с уменьшенной моделью нового двухуровневого глубокорыхлителя. Применение данной конструкции направлено на более масштабную обработку профиля почвы внутри контура рыхлителя с уменьшением тяговых сопротивлений. Увеличение степени разрыхления достигается за счёт установки боковых стенок и лемеха рабочего органа под оптимальным углом. Тяговые сопротивления определялись зависимостью от глубины рыхления. Степень разрыхления измерялась по величине «вспученности» почвы на поверхности, а также на поперечном срезе разрыхленного участка. Обработка результатов экспериментальных исследований проведена  с использованием методов статистического анализа. Установлено, что при использовании нового двухуровневого глубокорыхлителя тяговые сопротивления рыхлению по сравнению с базовым рабочим органом уменьшаются на 7…10%. При этом степень разрыхления, с обеспечением максимальной однородности комков почвы по всей площади обработки,увеличилась на 10…15%.The purpose of developing a new working tool is to reduce traction resistances and increase the loosening extent and quality of plowed soil layers and plow pan. Experimental studies were conducted on a plot of land with a reduced model of the new two-level subsoil chisel plow. Application of the two-level design is aimed at more extended coverage of soil profi le handling inside the chisel plow circuit with reduced traction resistances. The loosening degree increase is achieved by installing side panels and a working tool share at the best angle. Traction resistance were determined depending on the depth of loosening. The degree of loosening was measured taking into account the amount of soil surface infl ation, as well as the cross section of a loosened plot. The experimental study results were processed using methods of statistical analysis. The analysis of the results has shown that using a new two-level subsoil chisel  plow reduces traction resistance to loosening by 7…10% as compared with the basic working tool. The loosening degree has increased by 10…15%, while ensuring maximum distribution uniformity of soil lumps over the entire treatment area.
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                Количество обращений: 533
                

                За последние 30 дней: 7
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